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Homogenizer (BioMasher II, III, V and SP) can be 
electrically stirred by setting a pestle (geared 
high-torque, 450 rpm).
The unit needs 2 pieces of AA batteries (included).

 The device is attached to a pestle (rabbler) 
of the - BioMasher II, III, V and SP to allow 
electrical stirring

Geared high torque type: 450 rpm

Two AA batteries are included

FEATURES
 -

-

-

Demo movie here!

Cat# Details Size
BioMasher I 893011 1.5ml Microtube, w/o O-ring, PP filter (for hard samples) 30 sets

893012 1.5ml Microtube, w/ O-ring, PP filter (for soft samples) 30 sets
893041 1.5ml Microtube, w/ O-ring, PE filter (small pore size filter for soft samples) 30 sets

BioMasher II 893061 Non-sterile 100 sets
893062 EOG-sterlized 100 sets

BioMasher III 893131 Non-sterile 50 sets
BioMasher SP 893161 Non-sterile 40 sets

893163 EOG-sterlized 40 sets
BioMasher V 893151 Non-sterile 20 sets

893153 EOG-sterlized 20 sets
PowerMasher II 893002 Attached to a pestle (rabbler) of the BioMasher II, III, V and SP to allow electrical stirring 1 piece
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